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THE KWIKHEAT Thermostatic Soldering 
Iron is superior in every respect. It is the only 
soldering iron containing a built-in thermostat 
—enabling it to heat up, ready to use only 90 
seconds after plugging in! Fully guaranteed! 
Kwikheat’s dependable, patented thermostat 
maintains the perfect temperature for best 
soldering — prevents overheating — prolongs 
the life of the iron and tips... reduces time 
and cost of tip maintenance. Although heavy- 
powered (225 watts) Kwikheat is light weight 
...a well-balanced 13! oz. The cool, protect- 
ing, tough plastic handle is designed for 


comfort. Six interchangeable tip styles, in ef- 
fect, make the Kwikheat Iron equivalent to 


several soldering irons of different wattage. 
Screw-in tapered tips assure best heat con- 
ductivity. Ideal for radio work. List $11.00. 


SPECIFICATIONS: 


% Type #300—225 Watts 100/125 V.A.C. 
Weight of iron with #1 tip—13'4 oz. 


Length of iron with #1 tip—13% inches. 
Length of cord—6 ft. (spring-protected) 
Core made of tellurium copper alloy. 


Tips forged of copper alloy—Melting pot, 
aluminum, holds 1 oz. of solder, ea. 1.25 


List price of iron fitted with #1 tip—$11. 
Set of five tips (No’s. 0-2-3-4-5)— $5.50. 
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SIX INTERCHANGEABLE TIP STYLES Each $1. 25 
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LIGHT MEDIUM MEDIUM MED.LT. HEAVY 1-OZ. POT 
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